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IN THE CLAIMS : 

1. (Currently Amended) A broadcasting apparatus that broadcasts a specific 
program to which a reproduction time period between a starting time and a finishing time is 
specified, the reproduction being performed by a receiving apparatus, the broadcasting apparatus 
comprising: 

5 allotment unit operable to allot a broadcasting bandwidth for the reproduction 

time period to the specific program and allotting a part of the broadcasting bandwidth for a 
preceding time period immediately before the reproduction time period to the specific program 
and the other part of the broadcasting bandwidth to another program; 

script generation unit operable to generate (a) when receiving the receiving 

10 apparatus receives a storage instruction, a script instructi ng t h e r e c eiving apparatus to stor e for 
storing program data of the specific program in a storage unit of the receiving apparatus, and (b) 
when receiving the receiving apparatus receives a reproduction instruction, a script instructing 
for the receiving apparatus to reproduce the program data of the specific program in a case where 
the program data of the specific program has been stored in the storage unit; 

15 message generation unit operable to generate a plurality of storage instructions 

and a reproduction instruction; 

transmission unit operable to [[(a)]] transmit a normal program that includes a 
video stream and an audio stream, and further in accordance with the result of allotment by the 
allotment unit, repeatedly transmit multiplex program data of the other program with the normal 

20 program based on a data carousel transmission method and transmit a first multiplexed result 
while transmitting multiplexing the program data of the specific program and the script with the 
normal program and transmitting a second multiplexed result in the preceding time period, and 
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repeatedly transmitting multiplex the program data of the specific program and the script with 
the normal program and transmit the second multiplexed result in the reproduction time period, 
25 and (b) repeatedly transmit the scripts in a time period when the program data of the specific 
program is transmitted ; and 

control unit operable to control the transmission unit to transmit the storage 
instructions in the preceding time period and to transmit the reproduction instruction at the 
starting time, 

30 wherein the transmission unit further transmits a normal program that includes a 

vide o stre am and an audio stream, the specific program has the program data that relates to a 
commercial message which is inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

2. (Previously Presented) The broadcasting apparatus of Claim 1 , 

wherein the allotment unit allots the broadcasting bandwidth for the preceding 
time period so that the part of the broadcasting bandwidth becomes narrower than the other part 
of the broadcasting bandwidth, and 
5 the preceding time period is longer than a time period that is necessary for 

transmitting the program data of the specific program at least once using the part of the 
bandwidth. 

3. (Cancelled) 

4. (Previously Presented) The broadcasting apparatus of Claim 1, further 
comprising: 



52478.5700\PRICEJ\IRV\540074 



3 



Patent 
52478-5700 

a storage unit for storing as the program data of the specific program (a) first 
contents data that makes up the specific program and (b) second contents data that is different 
5 from the first contents data in part, 

wherein the transmission unit transmits the first contents data in the preceding 
time period and transmits the second contents data in the reproduction time period of the specific 
program. 

5-8. (Cancelled) 

9. (Currently Amended) A broadcasting apparatus that transmits a data broadcasting 
program and a first and a second specific programs which are inserted in the data broadcasting 
program, a total time period between a starting time and a finishing time for broadcasting the 
data broadcasting program including a first time period during which the first specific program is 
5 broadcast and a second time period during which the second specific program is broadcast, the 
broadcasting apparatus comprising: 

allotment unit operable to 

(a) allot a part of the broadcasting bandwidth to the first and the second 
specific programs and the other part of the broadcasting bandwidth to the data broadcasting 

10 program for all of the time periods other than the first and the second time periods in the total 
time-period, and 

(b) allot a part of the broadcasting bandwidth to the first specific program and 
the other part of the broadcasting bandwidth to the second specific program for the first and the 
second time periods; 

15 script instruction generation unit operable to (i) generate (a) when receiving a 

receiving apparatus receives a first storage instruction, a script instructing the receiving 
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apparatus to store for storing program data of the first specific program in a storage unit of the 
receiving apparatus and (b) when receiving the receiving apparatus receives a second storage 
instruction, a script instructing the receiving apparatus to store for storing program data of the 

20 second specific program in the storage unit and (ii) generate (a) when receiving a first 
reproduction instruction, a script instructing the receiving apparatus to reproduce the program 
data of the first specific program in a case that the program data of the first specific program has 
been stored in the storage unit and (b) when receiving a second reproduction instruction, a script 
instructing for the receiving apparatus to reproduce the program data of the second specific 

25 program-in a case that the program data of the second specific program has been stored in the 
storage unit; 

message generation unit operable to generate a plurality of first storage 
instructions, a plurality of second storage instructions, a first reproduction instruction and a 
second reproduction instruction; 
30 transmission unit operable to transmit a normal program that includes a video 

stream and an audio stream, and 

(a) repeatedly transmit the scripts during the total time period, and 

(b) in accordance with the result of allotment by the allotment unit, 

(i) transmit repeatedly multiplex the program data of the data 
35 broadcasting program during all of time periods other than the first and the second time periods 

in the total time period, and 

(ii) transmit repeatedly multiplex the program data of each of the first 
and the second specific programs during the total time period; and 

control unit operable to control the transmission unit so as to transmit (a) the first 
40 storage instructions before the first time period (b) the first reproduction instruction at the 
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starting time of the first time period (c) the second storage instructions before the second time 
period, and (d) the second reproduction instruction at the starting time of the second time period, 
wherein the transmission unit further transmits a normal program that includes a 
video stream and an audio stream, in accordance with the result of allotment by the allotment 

45 unit, repeatedly multiplex program data of the first and second specific program with the normal 
program based on a data carousel transmission method and transmit a first multiplexed result 
while multiplexing the program data of the first and second specific programs and the script with 
the normal program and transmitting a second multiplexed result in the preceding time period, 
and repeatedly multiplex the program data of the specific first and second programs and the 

50 script with the normal program and transmit the second multiplexed result in the reproduction 
time period, 

the first specific program and the second specific program respectively have the 
program data that relates to a first commercial program and a second commercial program which 
are inserted in the normal program, and 
55 the first time period and the second time period respectively are the same as 

broadcast time periods of the first commercial program and the second commercial program. 

10. (Cancelled) 

11. (Previously Presented) The broadcasting apparatus of Claim 9, further 
comprising: 

storage unit operable to store as the program data of the first specific program (a) 
first contents data that makes up the first specific program and (b) second contents data that is 
5 different from the first contents data in part, 
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wherein the transmission unit transmits the first contents data in a time period 
other than the first time period in the total time period, and transmits the second contents data in 
the first time period. 

12. (Currently Amended) A broadcasting apparatus that transmits a data broadcasting 
program and a first and a second specific programs which are inserted in the data broadcasting 
program, the broadcasting apparatus comprising: 
allotment unit operable to 
5 (a) allot a broadcasting bandwidth for a first time period and a second time 

period to the first specific program and the second specific program, the first time period and the 
second time period are included in a total time period between a starting time and a finishing 
time for broadcasting the data broadcasting program, and 

(b) allot (1) a broadcasting bandwidth to the data broadcasting data program 
10 in the total time period except for the first time period and the second time period (2) a part of 
the broadcasting bandwidth to the first specific program for a time period preceding to the first 
time period in the total time period, and (3) a part of the broadcasting bandwidth to the second 
specific program for a time period preceding to the second time period in the total time period; 

script instruction unit operable to (i) generate (a) when receiving a receiving 
15 apparatus receives a first storage instruction, a script instructing the receiving app ara tu s to s t o re 
for storing program data of the first specific program in a storage unit of the receiving apparatus 
and (b) when receiving the receiving apparatus receives a second storage instruction, a script 
instructing the rec eiving apparatus to stor e for storing program data of the second specific 
program in the storage unit and (ii) generate (a) when receiving a first reproduction instruction, a 
20 script instructing the receiving apparatus to reproduce the program data of the first specific 
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program in a case that the program data of the specific program has been stored in the storage 
. unit and (b) when receiving a second reproduction instruction, a script instructing the receiving 
apparatus to reproduce the program data of the second specific program in a case that the 
program data of the second specific program has been stored in the storage unit; 
25 message generation unit operable to generate a plurality of first storage 

instructions, a plurality of second storage instructions, a first reproduction instruction and a 
second reproduction instruction; 

transmission unit operable to transmit a normal program that includes a video 
stream and an audio stream and 
30 (a) repeatedly transmit during the total time period,_and 

(b) in accordance with the result of allotment by the allotment unit a 

(i) transmit repeatedly the program data of the data broadcasting 
program during all of time periods other than the first and the second time periods in the total 
time period, 

35 (ii) transmitting repeatedly multiplex the program data of the first 

specific program during the first time period and the time period preceding to the first time 
period, and 

(iii) transmitting repeatedly multiplex the program data of the second 
specific program during the second time period and the time period preceding to the second time 
40 period; and 

unit operable to control the transmission unit so as to transmit (i) a plurality of the 
first storage instructions before the first time period (ii) a plurality of the second storage 
instructions before the second time period (iii) the first reproduction instruction at the starting 
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time of the first time period, and (iv) the second reproduction instruction at the starting time of 

45 the second time period, 

wherein the transmission unit further transmits a normal program that includes a 
video stream and an audio stream, in accordance with the result of allotment by the allotment 
unit, repeatedly multiplex program data of the first and second specific program with the normal 
program based on a data carousel transmission method and transmit a first multiplexed result 

50 while multiplexing the program data of the first and second specific programs and the script with 
the normal program and transmitting a second multiplexed result i n the preceding time period, 
and repeatedly multiplex the program data of the specific first and second programs and the 
script with the normal program and transmit the second multiplexed result in the reproducti on 
time period, 

55 the first specific program and the second specific program respectively have the 

program data that relates to a first commercial program and a second commercial program which 
are inserted in the normal program, and 

the first time period and the second time period respectively are the same as 
broadcast time periods of the first commercial program and the second commercial program. 

60 13. (Cancelled) 

14. (Previously Presented) The broadcasting apparatus of Claim 12, further 
comprising: 

storage unit operable to store as the program data of the first specific program (a) 
first contents data that makes up the first specific program and (b) second contents data that is 
65 different from the first contents data in part, 
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wherein the transmission unit transmits the first contents data in a time period 
preceding to the first time period in the total time period, and transmits the second contents data 
in the first time period. 

15. (Currently Amended) A broadcasting method for broadcasting a specific program 
to which a reproduction time period between a starting time and a finishing time is specified, the 
reproduction being performed by a receiving apparatus, the broadcasting method comprising the 
steps of: 

5 an allotment step for allotting a broadcasting bandwidth for the reproduction time 

period to the specific program and allotting a part of the broadcasting bandwidth for a preceding 
time period immediately before the reproduction time period to the specific program and the 
other part of the broadcasting bandwidth to another program; 

a script generation step for generating (a) when receiving apparatus receiving 

10 receives a storage instruction, a script instructing the receiving apparatus to store for storing 
program data of the specific program in a storage unit of the receiving apparatus, and (b) when 
the receiving apparatus receiving receives a reproduction instruction, a script instructing for the 
receiving apparatus to reproduce the program data of the specific program in a case where the 
program data of the specific program has been stored in the storage unit; 

15 a message generation step for generating a plurality of storage instructions and a 

reproduction instruction; 

a transmission step for [[(a)]] transmitting a normal program that includes a video 
stream and an audio stream, and further in accordance with the result of allotment in the 
allotment step, repeatedly transmit multiplex program data of the other program with the normal 

20 program based on a data carousel transmission method and transmit a first multiplexed result 
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while transmitting multiplexing the program data of the specific program and the script with the 
normal program and transmitting a second multiplexed result in the preceding time period, and 
repeatedly transmitting multiplex the program data of the specific program and the script with 
the normal program and transmit the second multiplexed result in the reproduction time period, 
25 and (b) repeat e dly transmit the scripts in a time period when the program data of the specific 
program is transmitted ; and 

a control step operable for controlling a transmission unit to transmit the storage 
instructions in the preceding time period and to transmit the reproduction instruction at the 
starting time, 

30 wherein the transmission step, a normal program that includes a video stream and 

an audio stream is furth e r transmitted, the specific program has the program data that relates to a 
commercial message which is inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

16. (Currently Amended) A broadcasting method for broadcasting a data 
broadcasting program and a first specific program and a second specific program which are 
inserted in the data broadcasting program, a total time period between a starting time and a 
finishing time for broadcasting the data broadcasting program including a first time period 
5 during which the first specific program is broadcast and a second time period during which the 
second specific program is broadcast, the broadcasting method comprising the steps of: 
an allotment step for 

(a) allotting a part of the broadcasting bandwidth to the first and the second 
specific programs and the other part of the broadcasting bandwidth to the data broadcasting 
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10 program for all of time periods other than the first and the second time periods in the total time 
period, and 

(b) allotting a part of the broadcasting bandwidth to the first specific program 
and the other part of the broadcasting bandwidth to the second specific program for the first and 
the second time periods; 

15 a script instruction generation step for (i) generating (a) when receiving a 

receiving apparatus receives a first storage instruction, a script instructing the receiving 
apparatus to store for storing program data of the first specific program in a storage unit of the 
receiving apparatus and (b) when receiving a second storage instruction, a script instructing 
receiving apparatus to store for storing program data of the second specific program in the 

20 storage unit, and (ii) generating (a) when receiving a first reproduction instruction, a script 
instructing for the receiving apparatus to reproduce the program data of the first specific program 
in a case that the program data of the specific program has been stored in the storage unit and (b) 
when receiving a second reproduction instruction, a script instructing for the receiving apparatus 
to reproduce the program data of the second specific program in a case that the program data of 

25 the second specific program has been stored in the storage unit; 

a message generation step for generating a plurality of first storage instructions, a 
plurality of second storage instructions, a first reproduction instruction and a second 
reproduction instruction; and 

a transmission step for transmitting a normal program that includes a video stream 

30 and an audio stream, and 

(a) repeatedly transmitting the scripts during the total time period, 
transmitting the first storage instructions before the first time period (ii) the first reproduction 
instruction at the starting time of the first time period (iii) the second storage instructions before 
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the second time period, and (iv) the second reproduction instruction at the starting time of the 
second time period, and 

(b) in accordance with the result of allotment by the allotment step, 

(i) transmitting repeatedly multiplex the program data of the data 
broadcasting program during all of time periods other than the first and second time periods in 
the total time period, and with the normal program based on a data carousel transmission 

(ii) transmitting repeatedly multiplex the program data of each of the 
first and the second specific programs during the total time period with the normal program ; 

wherein, in the transmission step, a normal program that includes a vid e o stream 
and an audio stream is further transmitted, the first and the second specific programs have the 
program data that relates to first and second commercial messages, respectively, which are 
inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

17. (Currently Amended) A broadcasting method for broadcasting a data 
broadcasting program and a first specific program and a second specific program which are 
inserted in the data broadcasting program, the broadcasting method comprising the steps of: 

an allotment step for (a) allotting a broadcasting bandwidth for a first time period 
and a second time period to the first specific program and the second specific program, the first 
time period and the second time period are included in a total time period between a starting time 
and a finishing time for broadcasting the data broadcasting program, and (b) allotting (1) a 
broadcasting bandwidth to the data broadcasting data program in the total time period except for 
the first time period and the second time period (2) a part of the broadcasting bandwidth to the 
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10 first specific program for a time period preceding to the first time period in the total time period, 
and (3) a part of the broadcasting bandwidth to the second specific program for a time period 
preceding to the second time period in the total time period; 

a script instruction generation step for (i) generating (a) when receiving a first 
storage instruction, a script instructing the r e ceiving apparatus to store for storing program data 
15 of the first specific program in a storage unit of [[the]] a receiving apparatus and (b) when 
receiving a second storage instruction, a script ' instructing the receiving apparatus to stor e for 
storing program data of the second specific program in the storage unit, and (ii) generating (a) 
when receiving a first reproduction instruction, a script instructing the receiving apparatus to 
reproduce the program data of the first specific program in a case that the program data of the 
20 specific program has been stored in the storage unit and (b) when receiving a second 
reproduction instruction, a script instructing the receiving apparatus to reproduce the program 
data of the second specific program in a case that the program data of the second specific 
program has been stored in the storage unit; 

a message generation step for generating a plurality of first storage instructions, a 
25 plurality of second storage instructions, a first reproduction instruction and a second 
reproduction instruction; and 

a transmission step for transmitting a normal program that includes a video s tream 
and an audio stream and further in accordance with the allotment step 

repeatedly transmitting (i) the first storage instructions before the first time period 
30 (ii) the second storage instructions before the second time period (iii) the first reproduction 
instruction at the starting time of the first time period, and (iv) the second reproduction 
instruction at the starting time of the second time period, during the total time period, and 
(b) in accordance with the result of allotment by the allotment unit, 
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(i) transmitting repeatedly multiplexing the program data of the data 
35 broadcasting program during all of time periods other than the first and the second time periods 

in the total time period, 

(ii) transmitting repeatedly multiplexing the program data of the first 
specific program during the first time period and the time period preceding to the first time 
period, and 

40 (iii) transmitting repeatedly multiplexing the program data of the 

second specific program during the second time period and the time period preceding to the 
second time period; and 

wherein, in the transmission step, a normal program that includes a video stream 
and an audio stream is further transmitted, in accordance with the result of allotment by the 

45 allotment unit, repeatedly multiplex program data of the first and second specific program with 
the normal program based on a data carousel transmission method and transmit a first 
multiplexed result while multiplexing the program data of the first and second specific programs 
and the script with the normal program and transmitting a second multiplexed result in the 
preceding time period, and repeatedly multiplex the program data of the specific first and second 

50 programs and the script with the normal program and transmit the second multiplexed result in 
the reproduction time period, 

the first and the second specific programs have the program data that relates to 
first and second commercial messages, respectively, which are inserted in the normal program, 
and 

55 the reproduction time period of the specific program is the same as a broadcast 

time period of the commercial message. 
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18. (Currently Amended) A program recording medium which is readable for a 
computer in a broadcasting apparatus, the broadcasting apparatus broadcasts a specific program 
to which a reproduction time period between a starting time and finishing time is specified, the 
reproduction being performed by a receiving apparatus, a computer program embodied on the 
5 program recording medium has the computer conduct the steps of: 

an allotment step for allotting a broadcasting bandwidth for the reproduction time 
period to the specific program and allotting a part of the broadcasting bandwidth for a preceding 
time period immediately before the reproduction time period to the specific program and the 
other part of the broadcasting bandwidth to other program; 
10 a script generation step for generating (a) when the receiving apparatus receives a 

storage instruction, a script instructing the receiving apparatus to stor e for storing program data 
of the specific program in a storage unit of the receiving apparatus, and (b) when the receiving 
apparatus receives a reproduction instruction, a script instructing for the receiving apparatus to 
reproduce the program data of the specific program in a case where the program data of the 
1 5 specific program has been stored in the storage unit; 

a message generation step for generating a plurality of storage instructions and a 
reproduction instruction; and 

in accordance with the result of allotment by the allotment unit, repeatedly 
multiplex program data of the first and second specific program with the normal program based 
20 on a data carousel transmission method and transmit a first multiplexed result while multiplexing 
the program data of the first and second specific programs and the script with the normal 
program and transmitting a second multiplexed result in the preceding time period, and 
repeatedly multiplex the program data of the specific first and second programs and the script 
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with the normal program and transmit the second multiplexed result in the reproduction time 
25 period, 

a control step for controlling the transmission unit to transmit the storage 
instructions in the preceding time period and to transmit the reproduction instruction at the 
starting time, 

wherein, in the transmission step, a normal program that includes a video stream 
30 and an audio stream is further transmitted, the specific program has the program data that relates 
to a commercial message which is inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

19. (Currently Amended) A program recording medium which is readable for a 
computer in a broadcasting apparatus, the broadcasting apparatus transmits a data broadcasting 
program and a first and a second specific programs which are inserted in the data broadcasting 
program, a total time period between a starting time and a finishing time for broadcasting the 
5 data broadcasting program including a first time period during which the first specific program is 
broadcast and a second time period during which the second specific program is broadcast, a 
computer program embodied on the program recording medium has the computer conduct the 
steps of: 

an allotment step for 

10 (a) allotting a part of the broadcasting bandwidth to the first and the second 

specific programs and the other part of the broadcasting bandwidth to the data broadcasting 
program for all of time periods other than the first and the second time periods in the total time 
period, and 
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(b) allotting a part of the broadcasting bandwidth to the first specific program 
15 and the other part of the broadcasting bandwidth to the second specific program for the first and 
second time periods; 

a script instruction generation step for (i) generating, when a receiving apparatus 
receives a first storage instruction, a script instructing the receiv ing appa ratus to store for storing 
program data of the first specific program in a storage unit of the receiving apparatus and (b) 
20 when receiving a second storage instruction, a script instructing the receiving apparatus to store 
for storing program data of the second specific program in the storage unit, and (ii) generating 
(a) when receiving a first reproduction instruction, a script instructing the receiving apparatus to 
reproduce the program data of the first specific program in a case that the program data of the 
first specific program has been stored in the storage unit and (b) when receiving a second 
25 reproduction instruction, script instructing the receiving apparatus to reproduce the program of 
the second specific program^ in a case that the program data of the second specific program has 
been stored in the storage unit; 

a message generation step for generating a plurality of first storage instructions, a 
plurality of second storage instructions, a plurality of second storage instructions, a first 
30 reproduction instruction and a second reproduction instruction; and 

a transmission step for transmitting a normal program that includes a video stream 
and an audio stream , and 

repeatedly transmitting the scripts during the total time period, transmitting (i) the 
first storage instructions before the first time period, the first reproduction instruction at the 
35 starting time of the first time period (iii) the second storage instructions before the second time 
period, and (iv) the second reproduction instruction at the starting time of the second time period, 
(b) in accordance with the result of allotment by the allotment step, 
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(i) transmitting repeatedly multiplex the program data of the data 
broadcasting program with the normal program based on a data carousel transmission method 

40 during all of time periods other than the first and the second time periods in the total time period, 
and 

(ii) transmitting repeatedly multiplex the program data of each of the 
first [[ant]] and the second specific program during the total time period; 

wherein, in the transmission step, a normal program that includes a video stream 
45 and an audio stream is further transmitted, the first and the second specific programs have the 
program data that relates to first and second commercial messages, respectively, which are 
inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

20. (Currently Amended) A program recording medium which is readable for a 
computer in a broadcasting apparatus, the broadcasting apparatus transmits a data broadcasting 
program and a first and a second specific programs which are inserted in the data broadcasting 
program, a computer program embodied on the program recording medium has the computer 
5 conduct the steps of: 

an allotment step for (a) allotting a broadcasting bandwidth for a first time period 
and a second time period to the first specific program and the second specific program, the first 
time period and the second time period are included in a total time period between a starting time 
and a finishing time for broadcasting the data broadcasting program, and (b) allotting (1) a 
1 0 broadcasting bandwidth to the data broadcasting data program in the total time period except for 
the first time period and the second-time period (2) a part of the broadcasting bandwidth to the 
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first specific program for a time period preceding to the first time period in the total time period, 
and (3) a part of the broadcasting bandwidth to the second specific program for a time period 
preceding to the second time period in the total time period; 

15 a script instruction generation step for (i) generating (a) when a receiving 

apparatus receives a first storage instruction, a script instructing the r e ceiving apparatus to store 
for storing program data of the first specific program in a storage unit of the receiving apparatus 
and (b) when receiving a second storage instruction, a script instructing the receiving appara tus 
t o store for storing program data of the second specific program in the storage unit and (ii) 

20 generating (a) when receiving a first reproduction instruction, a script instructing the receiving 
apparatus to reproduce the program data of the first specific program in a case that the program 
data of the specific program has been stored in the storage unit and (b) when receiving a second 
reproduction instruction, a script instructing the receiving apparatus to reproduce the program 
data of the second specific program-in a case that the program data of the second specific 

25 program has been stored in the storage unit; 

a message generation step for generating a plurality of first storage instructions, a 
plurality of second storage instructions, a first reproduction instruction and a second 
reproduction instruction; and 

a transmission step for transmitting a normal program that includes a video stream 

30 and an audio stream, and 

repeatedly transmitting (i) the first storage instructions before the first time period 
(ii) the second storage instructions before the second time period (iii) the first reproduction 
instruction at the starting time of the first time period, and (iv) the second reproduction 
instruction at the starting time of the second time period, and 

3 5 (b) in accordance with the result of allotment by the allotment step 
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(i) trans mi tt i ng repeatedly multiplex the program data of the data 
broadcasting program during all of time periods other than the first and the second time periods 
in the total time period, and 

(ii) transmi t ting repeatedly multiplex the program data of each of the 
40 first specific program during the first time period and the time period preceding to the first timer 

period; and 

(iii) transmitting repeatedly multiplex the program data of the second 
specific program during the second time period and the time period preceding to the second time 
period; 

45 wherein, in the t r ansmission step, a normal program that includes a video stream 

and an audio stream is further transmitted, in accordance with the result of allotment by the 
allotment step, repeatedly multiplex program data of the first and second specific program with 
the normal program based on a data carousel transmission method and transmit a first 
multiplexed result while multiplexing the program data of the first and second specific programs 

50 and the script with the normal program and transmitting a second multiplexed result in the 
preceding time period, and repeatedly multiplex the program data of the specific first and second 
programs and the script with the normal program and transmit the second multiplexed result in 
the reproduction time period, 

the first and the second specific programs have the program data that relates to 

55 first and second commercial messages, respectively, which are inserted in the normal program, 
and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 
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21. (Currently Amended) A program that is readable for a computer in a 
broadcasting apparatus, the broadcasting apparatus broadcasts a specific program to which a 
reproduction time period between a starting time and finishing time is specified, the reproduction 
being performed by a receiving apparatus, the program has the computer conduct the steps of: 
5 an allotment step for allotting a broadcasting bandwidth for the reproduction time 

period to the specific program and allotting a part of the broadcasting bandwidth for a preceding 
time period immediately before the reproduction time period to the specific program and the 
other part of the broadcasting bandwidth to another program; 

a script generation step for generating (a) when receiving apparatus receiving 

10 receives a storage instruction, a script instructing tho receiving apparatus to store for storing 
program data of the specific program in a storage unit of the receiving apparatus, and (b) when 
the receiving apparatus receiving receives a reproduction instruction, a script instructing for the 
receiving apparatus to reproduce the program data of the specific program in a case where the 
program data of the specific program has been stored in the storage unit; 

15 a message generation step for generating a plurality of storage instructions and a 

reproduction instruction; 

a transmission step for [[(a)]] transmitting a normal program that includes a video 
stream and an audio stream, and further in accordance with the result of allotment in the 
allotment step, repeatedly transmit multiplex program data of the other program with the nonnal 

20 program based on a data carousel transmission method and transmit a first multiplexed result 
while transmitting multiplexing the program data of the specific program and the script with the 
normal program and transmitting a second multiplexed result in the preceding time period, and 
repeatedly transmitting multiplex the program data of the specific program and the script with 
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the normal program and transmit the second multiplexed result in the reproduction time period, 
25 and (b) r e peatedly transmit the scripts in a time period wh e n the program data of the specific 
program is transmitted ; and 

a control step operable for controlling a transmission unit to transmit the storage 
instructions in the preceding time period and to transmit the reproduction instruction at the 
starting time, 

30 wherein in he transmission st e p, a normal program that includes a video stream 

and an audio stream is further transmitted, the specific program has the program data that relates 
to a commercial message which is inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

22. (Currently Amended) A program that is readable for a computer in a 
broadcasting apparatus, the broadcasting apparatus transmits a data broadcasting program, and a 
first and a second specific programs which are inserted in the data broadcasting program, a total 
time period between a starting time and a finishing time for broadcasting the data broadcasting 
5 program including a first time period during which the first specific program is broadcast and a 
second time period during which the second specific program is broadcast the program has the 
computer conduct the steps of: 

an allotment step for 

(a) allotting a part of the broadcasting bandwidth to the first and the second 
10 specific programs and the other part of the broadcasting bandwidth to the data broadcasting 
program for all of time periods other than the first and the second time periods in the total time 
period, and 
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(b) allotting a part of the broadcasting bandwidth to the first specific program 
and the other part of the broadcasting bandwidth to the second specific program for the first and 

1 5 the second time periods; 

a script instruction generation step for (i) generating (a) when receiving a 
receiving apparatus receives a first storage instruction, a script instructing the receiving 
apparatus to store for storing program data of the first specific program in a storage unit of the 
receiving apparatus and (b) when receiving a second storage instruction, a script instructing 

20 receiving apparatus to store for storing program data of the second specific program in the 
storage unit, and (ii) generating (a) when receiving a first reproduction instruction, a script 
instructing for the receiving apparatus to reproduce the program data of the first specific program 
in a case that the program data of the specific program has been stored in the storage unit and (b) 
when receiving a second reproduction instruction, a script instructing for the receiving apparatus 

25 to reproduce the program data of the second specific program in a case that the program data of 
the second specific program has been stored in the storage unit; 

a message generation step for generating a plurality of first storage instructions, a 
plurality of second storage instructions, a first reproduction instruction and a second 
reproduction instruction; and 

30 a transmission step for transmitting a normal program that includes a video stream 

and an audio stream, and 

(a) repeatedly transmitting the scripts during the total time period, 
transmitting the first storage instructions before the first time period (ii) the first reproduction 
instruction at the starting time of the first time period (iii) the second storage instructions before 

35 the second time period, and (iv) the second reproduction instruction at the starting time of the 
second time period, and 
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(b) in accordance with the result of allotment by the allotment step, 

(i) transmitting repeatedly multiplex the program data of the data 
broadcasting program during all of time periods other than the first and second time periods in 

40 the total time period, and with the normal program based on a data carousel transmission 

(ii) transmitting repeatedly multiplex the program data of each of the 
first and the second specific programs during the total time period with the normal program ; 

wherein, in the transmission step, a normal program that i ncludes a v i de o st r eam 
an d an a udio stream is further transmitted, the first and the second specific programs have the 
45 program data that relates to first and second commercial messages, respectively, which are 
inserted in the normal program, and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 

23. (Currently Amended) A program that is readable for a computer in a 
broadcasting apparatus, the broadcasting apparatus transmits a data broadcasting program and a 
first and a second specific programs which are inserted in the data broadcasting program, the 
program has the computer conduct the steps of: 
5 an allotment step for (a) allotting a broadcasting bandwidth for a first time period 

and a second time period to the first specific program and the second specific program, the first 
time period and the second time period are included in a total time period between a starting time 
and a finishing time for broadcasting the data broadcasting program, and (b) allotting (1) a 
broadcasting bandwidth to the data broadcasting data program in the total time period except for 
10 the first time period and the second time period (2) a part of the broadcasting bandwidth to the 
first specific program for a time period preceding to the first time period in the total time period, 
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and (3) a part of the broadcasting bandwidth to the second specific program for a time period 
preceding to the second time period in the total time period; 

a script instruction generation step for (i) generating (a) when receiving a first 

15 storage instruction, a script instructing the receiving apparatus to store for storing program data 
of the first specific program in a storage unit of [[the]] a receiving apparatus and (b) when 
receiving a second storage instruction, a script instructing the receiving apparatus to store for 
storing program data of the second specific program m the storage unit, and (ii) generating (a) 
when receiving a first reproduction instruction, a script instructing the receiving apparatus to 

20 reproduce the program data of the first specific program in a case that the program data of the 
specific program has been stored in the storage unit and (b) when receiving a second 
reproduction instruction, a script instructing the receiving apparatus to reproduce the program 
data of the second specific program in a case that the program data of the second specific 
program has been stored in the storage unit; 

25 a message generation step for generating a plurality of first storage instructions, a 

plurality of second storage instructions, a first reproduction instruction and a second 
reproduction instruction; and 

a transmission step for transmitting a normal program that includes a video stream 
and an audio stream and further in accordance with the allotment step 

30 repeatedly transmitting (i) the first storage instructions before the first time period 

(ii) the second storage instructions before the second time period (iii) the first reproduction 
instruction at the starting time of the first time period, and (iv) the second reproduction 
instruction at the starting time of the second time period, during the total time period, and 
(b) in accordance with the result of allotment by the allotment unit, 



52478.5700\PRICEJ\IRV\540074 



26 



Patent 
52478-5700 

35 (i) transmitting repeatedly multiplexing the program data of the data 

broadcasting program during all of time periods other than the first and the second time periods 
in the total time period, 

(ii) transmitting repeatedly multiplexing the program data of the first 
specific program during the first time period and the time period preceding to the first time 

40 period, and 

(iii) transmitting repeatedly multiplexing the program data of the 
second specific program during the second time period and the time period preceding to the 
second time period; and 

wherein, in the transmission st e p, a normal program that includes a video str e am 
45 and an audio stream is further transmitted, in accordance with the result of allotment by the 
allotment unit, repeatedly multiplex program data of the first and second specific program with 
the normal program based on a data carousel transmission method and transmit a first 
multiplexed result while multiplexing the program data of the first and second specific programs 
and the script with the normal program and transmitting a second multiplexed result in the 
50 preceding time period, and repeatedly multiplex the program data of the specific first and second 
programs and the script with the normal program and transmit the second multiplexed result in 
the reproduction time period. 

the first and the second specific programs have the program data that relates to 
first and second commercial messages, respectively, which are inserted in the normal program, 
55 and 

the reproduction time period of the specific program is the same as a broadcast 
time period of the commercial message. 
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24. (Currently Amended) A broadcasting method for reducing television receiver 
latencies in displaying [[the]] an interactive content portion of broadcast television commercials, 
the method comprising the steps of: 

assigning a television program to a first time slot and a commercial to a second 
5 time slot immediately after the first time slot; 

allocating a first portion of the available bandwidth of the first time slot to 
audiovisual content of the television program; 

allocating a second portion of the available bandwidth of the first time slot to a 
specific program having interactive content for [[the]] a commercial; 
10 allocating a first portion of the available bandwidth of the second time slot to the 

specific program; 

allocating a second portion of the available bandwidth of the second time slot to 
audiovisual content of the commercial; 

transmitting the audiovisual content of the television program during the first time 

15 slot; 

repeatedly transmitting in a carousel format the specific program during the first 

time slot; 

transmitting the audiovisual content of the commercial during the second time 

slot; [[and ]] 

20 repeatedly transmitting in a carousel format the specific program during the 

second time slot 

transmitting a script for storing the specific program, 
transmitting a script for executing the specific program, and 
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receiving and storing the specific program at the television receiver . 
25.-28. (Cancelled) 
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